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NEPTAPE is a registered trademark of NEPTCO, Incorporated.

*ASTM Test Methods are listed for reference only.  Actual testing performed according to modified equipment and condi-
tions.  Specific test methods available upon request.

The data presented here is intended for product selection purposes only.  Typical properties represent data characteristics of
the product, but do not necessarily reflect minimum values during normal testing.  Specification data can be provided upon
request. NEPTCO, Incorporated

Box 2323, 30 Hamlet Street
Pawtucket, RI 02861-0323 USA
TEL: 401-722-5500
FAX: 401-722-6378

Construction: 0.00060” (15µ) vinyl film
0.00048” (12µ) polyester film
0.00035” (9µ) aluminum foil

Description: Fusible three ply tape which bonds to extruded PVC cable jackets for easy stripping.

Coated / Fusible Shielding Tapes
NEPTAPE® VMF150

seitreporPlacipyT yramotsuCSU cirteM dohteMtseT

ssenkcihT sehcni6100.0 snorcim14 473DMTSA

dleiY
tf0.87 2 bl/

ediw"1@tfm/sbl70.1
m0.61 2 gk/

ediwmm01@mk/gk36.0
OCTPEN

200-MT

htgnertSelisneT isp006,51 aPM801 detaluclaC

htgnertSkaerB htdiwni/sbl52 htdiwmm01/N44 288DMTSA

kaerBtanoitagnolE %601 %601 288DMTSA

reyalTEPfohtgnertScirtceleiD vK8.2 vK8.2 ataDreilppuS

reyalTEPfotnatsnoCcirtceleiD )sselnoisnemid(0.3 )sselnoisnemid(0.3 ataDreilppuS

ytisneD AN mc/g45.1 3 detaluclaC

suounitnoC.xaM
erutarepmeTgnitarepO

022 oF 501 o C ataDreilppuS

erutarepmeTgnilaeS 014-573 oF 012-091 oC 800-MTOCTPEN

ecnatsiseRlacirtcelE 24 Ω ediw"1@tfm/ 053 Ω ediwmm01@mk/ ataDreilppuS

sroloC
nopuelbaliavasrolocrehtO-neerG/dloG/deR/eulB/)raelC(larutaN

.tseuqer

epyTecilpS
DO"22>rofdap/6.xamroDO"22<rofdap/5.xam,35#

segakcapesrevartrof'0001/1.xaM

spu-tuPdaPdradnatS
"6ro"3-DIeroC

"81ro"21-DOdaP

spu-tuPesrevarTdradnatS
lairetamtilsworran-"5.3x"57.5x"3

"3x"11x"3

NEPTAPE® Data Sheet


